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SPEED CHARACTERISTICS OF AIRPLANES

By Jack D. Stephenson

SUMMARY

been made of the factors influencing the performmce
of aerodynardc brakes. The requirements which must be mt in order for
the brakes to provide the necessary control over the forward s~ed are
discussed for various flight conditions under which they may be used.
Equations relating the speed and altitude are presented for several
cases in which certain simplifying assumptions are made. For these
cases, formulas’and graphs in the report furnish a mans of quickly
computing the longitudinal speed variations, the dive angles, and the
rates of descent for airplanes having lmown drag characteristics. For
the cases to which the simplifying assumptions do not apply, it is
indicated that a satisfactory solution, which takes into account all
of the possible variables (such as atmospheric density, drag coeffi-
cient, and flight-path angle) ,canbe obtained by a stepb~tep method
of calculation. Graphs are presented to reduce the time required for
step-by+tep calculations. Example calculations, which show each step
h detail, illustrate the use of the graphs and formulas.

—.

The increases in drag coefficient that are characteristic of
several types of wfng and fuselage aerodynamic brakes, which have been
tested in wind tunnels or in flight, are summm ized in the report.
The effect of Wch number on the drag coefficient and the effect of
partial brake deflection are included where such data are available.

INTRODUCTION

The contimued improvement in the aerodynamic
airplanes has brought the normal operatfng speeds
safe speeds. As a result of low drag and of high

design of high+peed
near to their maximum
engine output, ..

airplanes may under certain circumstsmces accelerate to speeds it which
dmgerous compressibility effects or structural loadings erise. The
trend toward higher wing loadings has added considerably to the possi-
bility of attaining dangerous speeds, especiallyat the high operating

—

altitudes which are characteristic of many modern airplanes.

— —
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One msans of controlling speed is the use of aerodynamic brakes.
This report is concerned with the problem of relating the drag increases
due to aerodynamic brakes to the control of forward speed. Problems of
buffeting, of changes in stability, of aerodynamic loads, sad of changes
in trim, which may arise when a particular brake is used on an airplane,
are not-cmsidqred. If a satisfactory brake is to be selected for an
airplane, however, the possible occurrence of such phenomena must be
investigated for the airplane and brake cotiination.

The increases in drag that result from the use of air brakes have
been measured in wind-tunnel and flight tests for q large variety of
brakes. In this report a summary of.such drag data is presented. The
effect of increases in the drag coefficient u~on the speed variation
calculated for a hypothetical airplane is illustrated. A procedure
for calculating the speed of an airplane at any point in arbitrarily
specified mneuvers is presented and discussed.
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true airspeed, feet per second

vertical compauent of speed, feet per minute
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speed change in ttm titerval At, feet per second

average speed during time interval At, feet per second

airpl&e weight, pounds

wing loading, pounds per squsre foot

longitudinal acceleration, feet per second squared “

average longitudinal acceleration during t~ interval At,
feet per second squared ,

wing spin, feet

acceleration due to gravity, feet per

altitude, feet

altitude change in tins interval At,

indicated normal

-c pressure

acceleration factor

()
+372 , pounds @r

radius of curvature of flight path, feet

second squared

feet

(

Micated acceleration

)

no=l’ to flight @h ,

%

square foot -.

tire, seconds

t- incremnt, seconds

angle of attack, degrees

flight-path @e from the
degrees

horizontal.(positive for a climb),

-e m flightiath angle in the t- interval At, degrees

average fligh+path @e during the time interval At, degrees

air density, slugs per cubic foot
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Subscripts
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e estimted

o value at t = O

1 value at beginning o~time interval At

CONTROL OF AIRPLANE SPEED

Flight experience has indicated that the control of forward
speed, which is possible through the use of aerodynamic brakes, is of
considerable value in the operation of airplanes of all types. The
required action of brakes in controlling the speed differs among
various airplanes, and for any one airplane the require~nts may
differ with the type of maneuver that is to be perfor~d. For the
pUrpOse Of the present discussion, brakes are considered according to
their use in producing longitudinal deceleration at approximately
constant altitude, in permitting greater angles of dive at moderately
low speeds, and in avoiding dangerously high speeds.

Deceleration at Constant Altitude

It is to be expected that a device that controls the longitudinal
deceleration would find especial applications inthe operation of
cotiat airplanes. A sudden deceleration would be required’in order
for a fighter airplane which was overtaking its target to slow down
so as to have a maximm amouut of-time for firing. Rapid decelerations
may also be called for in traffic-control zcmes during poor visibility
in order to prevent collision.

Aerodynamic brakes my assist the pilot- performing various
maneuvers. If the maximum norti accelerations fixedby the maximum
to which the pilot maybe sub$ected or by structural limitations of tk
airplane, the minhmm radius of-curvature of the flight path varies
with the square of the sped. Thus, a reduction in speed by the use
of air brakes prior to and during a maneuver would effect a substantial
decrease in the minim turning radius.

The performance of aerm@uamic brakes used primarily fo~speed
reduction is indicated by the magnitude of the longitudinal dec8lera-
tion in level flight. Calculations showing the variatim of speed
with time ca.?.beused to measure the comparative suitability of
different brakes on the same airplane in producing needed changes of
speed.

.
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Speed Control in Dives
,

Aerodynamic brakes which keep the speed moderately low during dives
are needed for the psrformence of some tactical maneuvers. For tke dive
boniber,low speed is required as a precaution against excessive normal
accelerations during pull-outs at low altitude. In rapid descent of ,
large airplanes; the desirability of avoiding high forward speeds is

—.

appare~t. The braking which would be sufficient to prevent increases
in speed may be used to gauge the performance of brakes for airplemes
in controlled-speeddives. Aerodynamic data for brakes to be used on
airplanes in such dives may be evaluated by a comparison of the measured
brake drag with the brake drag which would be reQuired to reduce “the
longitudinal acceleration to zero.

Syeed Control at High Speed

The ~i~ safe diving speed is conmmnly specified as the maximum
indicated airspeed upon which calculations of loads are based in the
structural analysis. The rapid change in altitude resulting from a
steep dive at high speed meems that the true speed would have to be
reduced in order to keep from exceeding the allowable indicated speed.
Calculations whi6h show the variation with time of the speed of an
airpl.me with brakes indicate whether the drag of the brakes is suffi-
cient to produce the required reductions in speed. Methods are pre-
sented in this report to aid in making such calculations.

One of the most important examples of the employment of aerodynamic
brakes is their use in avoiding dangerous compressibility effects.
These effects take the form of changes in longitudinal stability, such
as described in reference 1, or as other erratic behavior of airplanes
or their controls. Without brakes, pilots of modern high+peed combat
airplanes are not always able to avoid speeds at which such compressi—
bility effects appear. 4

A mthod of calculation which shows the variation with time of
speed and altitude of an airplane throughout various maneuvers can be

—

used to determine whether the
the maximuIRMach number below

The foregoing discussion
-r

a need for aerodynamic brakes

aerodynamic brakes are adequate to keep
a certain critical value.

ANALYSIS

has indicated various instences wherein
has been observed. The drag increments

w due to air brakes do not by themselves afford a complete =asure of
the degree to which brakes met these needs. Brake designs can be “
evaluated by studies which demonstrate the effects of the brakes upon

#
the forwerd speed of airpleaes. These effects are analyzed in this —
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report through a study of equations of longitudinal motion of airpl.anes~
of the validity of various initial assumptions, and of the accuracy of
approximate calculations.

Algebraic Analysis

The deceleration of an airplane with air brakes depends upon a
number of factors, such as variations of flight~th angle, of alti-
tude, and of speed, as well as upon the characteristics of the brakes
themselves. In order to separate the effects of the brakes from the
other effects, the problem is simplified by assuming that one or more
of these factors is constant. The effects of various aifirake
designs and locations on the variation of speed with time may thenbe
readily determined. The following sections present analyses employing
such simplifications.

Level-flight deceleration.- In level flight, one form of the

equation of longitudinal motion of ~ airplane is

cm= _p
dt

(1)

where ~ is the algebraic sumof the aerodynamic forces acting
parallel to the flight direction, positive being taken toward the rear.
The value of ~ is affected by any chenges in the hag of the ai~
plane, which may result, for exam@e, from variations in angle of
attack, variations of Ikch number, or changes h the setting of the
air brakes, Any factors that cause the thrust to change, such as
variations in engine output, variations in propeller efficiency, and
effects of velocity upon-propeller or engine thrust also influeice ~.
It is convenient to express ~ in the form

%
ml’=

2

Substituting in equation (1),

If C’% is constant, this expression ~be

#

7 ‘Kt + ~l/vo)

of a force coefficient

integrated to give

(2)

.

/

.

u
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where

The quantity K is”a measure of the effects of altitude, wing loading,
and net drag coefficient upon the longitudinal acceleration W in this
report is referred to as the “deceleration factor.” The value of the

.
deceleration factor maybe obtained for an airplane from figure l(a),
which takes into account the effects of altitude and of wing loading,
and figure l(b) which Includes the effect of the net drag coefficient.

The velocity variation givenby equation (2) has been plotted in
fi~e 2 for four initial speeds: 300, WO, 700, and 900 feet per
second. Curves sre given for various values of deceleration factor K.
Comparison of the slopes of curves for equal values of K shows a
considerable increase in the deceleration as the initial speed increases.

M deriving equation (2], it was assured that ~ was constant
during the time interval considered. For this assumptionto be valid,
the engine output must be constant and the effects of speed chemges on
the thrust and drag coefficients must be negligible. If aerodpamic
brakes are extendedat the start of the time interval, the resulting

● increase ti drag must be so rapid that it canbe approximated by an
.,:. instantaneous increase.

.
It is obvious that assuming C% (or K) constant will in some

cases lead to large errors. However, the results can represent the
actual velocity variations fairly accurately under certain conditions.

. . Below the Mach number of drag divergence the vsriation of airplane
drag coefficient withkch nuniberis generally small. The effect of
a delay due to the tim required for full extension of the air brakes
could introduce a large discre~cyj however, a rapid rate of exten-
sion is an.essential characteristic of brakes which are to be used
at high speeds.

It is possible to e~ress variations in ~ as a series of
instantaneous changes occurring at chosen time intervals during the

. deceleration. The variation of speed with t~ is then givenby
equation (2) with values of K computed for each interval and values
of V. successively determined as the velocity at the end of each
preceding interval. The same variation ~ybe obtained from figure 2

“\ by shifting along the time axis portions of the curves having these
values of deceleration factor and initial velocity. The curve thus

.; obtained is continuous but changes slope abruptly at the start of each
4 interval..

d
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constantfli@lt~ th inclination.- When the flight path is &
clined, the component of weight W ljxxrallelto the direction of motion
must be included, end the equation is

dy=g
at w

(-~ - w sin y)

where 7 is the fligh@ath angle, positive for clinibingflight. Sub
stituting K as h the case df level flight,

dV
—=-W
dt

-gsiny (3)

The assumption can again be made that K dms not vary during the
period of tim being considered. Then (as shown in reference 2) equa–
tion (3) integrates as follows to give the velocity veriation for an
airplane in a dive or cliib at a constant angle:

If Y is negative and ~ eve, where L = -g sti 7

where

v=
[

LK taah ~ (Kt+ C,)n 1
where

=@ 10*
Ji+voti

C!2
C-voJz

If y is positive,

v= N cot
[
N (Kt + Cg)1,

(4)

w

.

(5)

l’.

h

(6) . ., ●
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where
-,

~=m

and

c~ = ~ cot-z (Vo/N)

In assuming that K is constant the same approximations are made
as in the case of level fligl@, together with the additional assumption
that the density does not vary as a result of the inclined flight. It

) is necessary to estimate an average value of density, and, for large
changes in altitude, some improvement in accuracy can be gained by
dividing the time under consideration into shorter intervals and inking
separate calculations for each interval.

.

9 . .. .

Constant-speed dive.- If there is adequate control over the drag,
a airplane can be dived at eay angle at constant speed. Such control
requires a.net drag coefficient given by the relation

C%=4WQ12
@v2 “

For most airplanes having even moderately high wing loadings and low
. drag, however, it is not feasible to provide air brakes effective

enough to prevent increases in speed under all conditions. The cow
bination of factors which govern the maximum eagle for a constant–
speed dive can be determined froI.ufigure 3. This figure shows the
relation between forward speed, angle of dive, and rate of descent.
The other variables which affect the dive, such as altitude, net drag
coefficient, and wing loading, are again included in the si@e q~
tity K. Figure 3, tied in conjunction with figures l(a) and (b),
yermits graphical solution for any one of these quantities when equili~
rium exists.

h indication of the separate effects of altitude and speed upon
the net drag required for equilibrium is given in figure 4. Wing
loadings of 30 and ~ pounds per square foot were assured. On the
left in figure 4 the drag coefficient is plotted against altitude for
a vertical dive.. It is apparent that unless the airplane speed is

. very high, the equilibrium drag coefficient is large even at low alti-
tudes and becomes extremely large at high altitudes. On the right in

s figure 4, curves of constant drag coefficient are plotted against the
dive angle. The drag coefficient as a function of altitude and
airspeed may be found for any dive angle by reading ~ correspond-

. ingto the ordinate from the left part of the figure at the desired ,
value of dive angle.

.—

.—
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Graphical ~lysis

As the number of variables in the equation of motion is increased,
itibecomes impractical to obtain an accurate solution by direct inte-
gration of the equation of motion along the flight path. Because of
the arbitrary mnner h which some of the quantities involved can be
varied, a method of calculation in which specific variations of these
quantities are assured would place untenable restrictions on the use-
fulness of the solution. Among the quantities which cannot be defined
mathematically by expressions suitable for all problems are the follow-
ing:

(a) Variation of engine output with time

(b) Variations of drag and thrust-with Mach nuniber

- (c) Variation of flight-path angle with the

(d) Variation of drag with lift

(e) Variation of drag with tim when the air brakes are
operated

These variations, which are either arbitrary or empirical, and the
variation of atmospheric density with time can all be taken fnto
account if the calculations are made by graphical mans. The calcula-
tions can be performd by a ste~y-step method in which the longitudi-
nal acceleration in each step is obtained from graphs that have been
pre~ared. The change in velocity can thenbe ascertatied as the inte-
gral of the acceleration with respect to time. This integral may be
evaluated graphically, but it has been found that the integration-is
sufficiently accurate if trapezoidal elemnts of area are as6-d and
an arithmetical evaluation is used.

constantflight-path inclination.- The longitudinal acceleration
(or deceleration) at the beginning of the interval of time being
studied is determined by the known or assumed initial flight conditions.
The acceleration at any later time, however, cannot be computed
directly, since it is a function of speed and altitude,the values of
which are not known. This acceleration maybe found by dividing the
total tiresinterval into a series of increnwnts and calculating, step
by step, the conditions at the end of each incremnt. The ste&@-step
calculation is made by estimting the speed and.altitude at the end of
each increnmnt upon the basis of the known conditions at the beginning
of that increment. With these estimated values, the longitudinal accel-
eration at the end of the increnmnt may be computed. The speed and
altitude at-this time may then be calculated to greater accuraw and
compared with the estimated values. Although this procedure amounts to
a method of successive approximations, it has been foumd that the

t

●

,
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velocity and altitude csn usually be estimated so accurately that the
first approximation is sufficient. If it is not, a second approxima-
tion may be made, or else smiler increments of tihe can be chosen.
The time incremnts should be small enough so that all important
changes in acceleration are taken into account, but large enough to
keep the nuniberof steps to a minimum.

The change in al.titude during the tinm At for flight with a
constant flight-path angle is

Ah=~(At)sin7 (7)

where ~ is the average velocity. The estima&d altitude change for
each At is given by this relation in which V is the average
velocity estimated for that incremental time.

The longitudinal acceleration at the end of the t- increment is
givenby figure 1, which includes the effects of altitude and wing
loading (fig. l(a)), of drag coefficient (fig. l(b)), of velocity
(fig. l(c)), and of fli@t~th inclination (fig. l(d)). When the
speed variation of an airplme at a constant flight-path ticlination
is being calculated, the values of flight-path angle and wing loading
are known. The altitude and speed are est~ted, as imdicated in the
preceding paragraphs. The net drag coefficient, which nay be a
function of the flight lkch nwiber and the airpl.auelift coefficient,
is obtained from eqerimental or theoretical data using values of Mach
number and lift coefficient computed from the estimated speed and
altitude.

The increase or decrease in velocity during the ti~ At, assumed
to be given by the area of the trapezoidal element under the curve of
acceleration against ti~, is

AV=$(al+a)At

in which a= and a ere the longitudinal acceleration at the begh
ning and of the end of the tim increnmrt. The velocity and Mach number
which result from this velocity change can now be compared with the
estimated values to ascertain whether the estimates are accurate.

Variable flight-path inclination.- Because proposed aerodynamic
brakes are to be designed for use in flight at any time, a method for
calculating the speed of an airplane during any flight evolution is
needed. The calculations for a dive at constant angle discussed in the
preceding section would not accurately represent a steep dive of a

—

.
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high-speed.airplane
consist of the dive
the flight path can
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because a large part of the latter maneuver would
entry and pull+ut. The effects of curvature of
be evaluated by an extension of the graphical

method just described.

When the airplane is following a path of increasing or decreasing
inclination, a calculation of the changes in altitude is complicated by
the necessity of extrapolating along the curved path. One mans of
making such an extrapolation is to assuresthat the airplane follows a
path consisting of a series of circular arcs. The curvature of the
flight path, which is a function of the forces normal to the direction
of motion, is evident to the pilot as a norml acceleration. b order
to permit the changes in altitude to be expressed as a function of the
normal acceleration felt by the pilot, motion in a vertical plane is
first considered. The altitude change during the pericd of time At
can be computed by the relation

Ah=r [COS 71 ‘COS (71 +A7)] (8)

where r is the radius of the arc of the flight path, 71 is the
flight-=ath angle at the beginning of the period, and Ay Is the
q=- change in the direction of motion during the time At. ,,

The actual acceleration-normal to the direction of flight is equal
to the indicated
to the weight of
tion factor,

nor~l acceleration minus the normal acceleration due
the airplane. If n is the indicated normal accelera-

~2
—=g(n-cosy)
r (9)

In figure 5(a) t~e acceleration fa@or n is plo~ted against the
quantity (n-cos 7) for values of 7 fromOOto 90 . The curves for
negative value% of T are the same as for positive values.
Figure 5(b) presents the variation of airspeed with (n-cos ~) for
constant radii of flight-path curvature. Example guide lines show how
the radius may be found by projecting the abscissa froma point in
figure 5(a) to the line for cos 7 = O (~ = 90°, positive n) and con=
tinuing at this ordinate to the desired value of aver~e airspeed in
part (b).

Figures 5(c) and 5(d) give a graphical solution for AY as a
function of (n-cos ~), ~, and At. The graphs were obtained from
the following equations. Since r is considered to be constant-during
the tire interval At,

,
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-LQz
77.3 dt

Substituting ; from equation (9),

.x
r

d?’
—=57.31?F; S7dt

from which, by using small finite time intervals, A7 may be computed
as

A7 = & At
. dt

The estimated average ‘speed 78 during the tipe At is used in calcu-
lations for radius of curvature and dy/dt. In addition, an estimate
of the average flight-path indlination is necessary to determine the
value of the abscissa (-OS ~). The accuracy of this estimate can be
checked as soon as A7 has been found, if it is assured that ~ is
the initial angle plus half the increment.

.,

Figure 5(f) shows the variation with Ay of the quantity
[Cos 7~- COs (71 +A7)]. There are two sets of values of 71 identi-

fY~ the cmves , one of which applies when A7 is positive and one
when A7 is negative. This.dud labeling is used because the curves
have been plotted on only one side of the vertical axis. The algebraic

.
sign of Ay may readily be ascertained since it is the same as the
sign of the quantity (mos y). When the ordinate of figure 5(f) and
the radius of flight-path curvature, figure 5(b), are known, the change
in altitude is given by figure 5(e). Although the algebraic sign of

. the change inaptitude is not shown in the graph, inmost cases it is
evident from the problem. If the sign is nat apparent, a simple

. diagram showing 71 end & will indicate whether the altitude increases
or decreases during the tim At.

It is seen that ffgu% 5 cannot be used when the flight-path
radius becomes very large. W this case the altitude change may be
calculated with sufficient accuracy from equation (7).

The graphical solution for the change in altitude is arranged so
as to be used directly with maneuvers in a vertical plane which are
identified by the magnitude of the normal acceleration or load factor.
For msneuvers not wh;lly in a vertical
factor results from accelerations in a
not affect the altitude. b this case

plane, part of the total load
horizontal direction and does
the value of the load factor to
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be used with the graphs is the component measured normal to the fMght
path in a vertical plane tsmgent to the flight path. .

The procedure in the calculation of the speed changes wt~hin each
t- increment-is the same with a variable flight-path angle as with a
constant angle. The flighti@th angle and the altitude are progres–
sively evaluated for the begimning of each time interval and their
values are estimated for the interval by the method just described.
The acceleration of the end of the incremmt At is obtained graphi-
cally (fig. 1) ad the velocity is computed. Ste&by%tep calculations
furnish the velocity variation during the complete interval being inves-
tigated.

DRAG CHARACT!EIHSTICSOF AERODYNAMICRRAHES

The characteristics of various aerodynamic brakes have been inves-
tigated inwind-tmnnel and flight tests. (See references 3 through T.)
Results of such tests are summarized in this report. Data are presented
in the form of incremnts in drag coefficient which are attributable to
the brakes. It is to be expected that in some cases such increments are
affected by the particular location of the Wakes on the wing, the
fuselage, or elsewhere, and by their proximity to other components of
the airpleae. The air brakes shown are representative of installations
in which air brakes are added to t~ical fuselages or at different
locations on wings.

Geometric data and incremental drag coefficients for the aerody-
namic brakes shown in figure 6 are presented in table 1. These data
indicate incremm.ts in the drag of the airplane which are small in
comparison with the values required in a steep dive for -airplane
having a moderate wing loading (fig. 4). 13iireaseddrag canbe obtained
by increasing the relative size of the brake. However, increasing the
size is practical only within the Mnzitaticns of avaikble space into
which the brake may be retracted. The size is limited also by consider-
ations of weight of the structure transmitting the aer@namic loads,
and by the effects of large brakes upon the trim, stability, and
buffeting of the airplane.

Table I indicates that the drag coefficients (based upon the areas
of the air brakes) vary over a wide range, depending upon the shape and
location of the brake on the airplane. The lowest drgg coefficient was
measured for the picket-fence type of brake (type N). !Ihislow value
of brake drag coefficient might be expected since the brake area used
as a reference is more than twice the actual frontal area. The highest
drag resulted from solid brakes at forward positions on the wing
(types F and G). This forward location of the brakes results in a
spoiling action which causes changes in the lift as well as drag.
Since the drag incremnts in table I are for zero lift-,a part of the

--..
m–

..

-*=.
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drag is attributable to the change in angle of attack necessary for the
. lift to be constaut. Because the rate of change of drag with angle of

attack for lift coefficients near zero is small, the effect of such an
angle-of-attack c-e is not large for the data presented. Apparently,
therefore, the large drag values of the spoiler-type brakes result from
changes in the flow over the wing.

From the discussion of the functions of aerodynamic brakes, it is
evident that they should be designed to be effective throughout a wide
range of conditions. There should be a smooth increase in drag as the
brake is “etiended,permitting say position between fully open and
closed to be selected with a corresponding control over the decelera-
tion. The variations of drag coefficient with prcent extension for
brakes of several t~s are shown in figure 7.

The effect of Mch number upon a~ke drag is de~ndent upon
the particular installation. The variations of incremental drag
coefficient with Mach nuniberfor two aerodynamic brakes (of type D) on
a rectangular wing sre shown in figure 8. The drag characteristics are
affected to a large extent by the lift on the wing. At an angle of
attack of -1.0°, the rate of rise of drag with Mach nudber becam
greater as the I&ih nuniberincreased from 0.3 to O.~5. At an angle
of attack of 3.00, the drag increased with l&h nuniberup to a Mach..
zuniberof 0.7 and then began to decrease. The drag coefficient due to

. ., the fuselage side brake, shown in figure ~, increased nearly unifornil.y
with Mch number throughout the range of Mach nwibers from 0.3 to
0.875, The drag coefficient due to the fuselage dive-recovery flaps

.0 (typ P) inoreased rapidly with Mach nuniberabove 0.6, rising to 161
percent of its low-speed value at a Mach nuniberof 0.8.

i.

EXAM?LE CALCOIATIONS

Examples are presented to i.13ustratethe procedures for calculat-
ing the variations with tim of the forward speed and altitude. These
calculations are for sm airplane with a wing loading of 50 pounds per
square fcot, initially flying at a true airspeed of 700 feet per second.
An initial altitude of 25,000 feet waE ~sumd and some additional
calculations were tie assuming an initial altitude of 10,000 feet to
indicate the effects of this reduction in altitude.

The longitudinal aero@namic forces on the airplane ccm be repre-
sented by the coefficient

.-

●

✍✎

where the terms are defined as follows:

—
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~A drag coefficientof the airplane without air brakes, excluding
the induced drag .

@T force coefficient, either drag or thrust, due to the propulsion
unit

F induced drag factor

@ increment in drag-coefficientresulting fronthe extension of
aerodynamic brakes

Level Flightr

The s~eed variation for level-flight is givenby equation (2) in
which it-is necessary that C% be constant.

The following coefficients have been assumed:

CD~ + Cm = 0.013

F = 0.060

FC!L2= 0.001

MD = 0.100

c~ = o ● 114

For an altitude of 25,000 feet,

%$W+

0.001066(o.114) ~ , ()3$2 =0.0391X 10-3per foot

25600
‘k)= t +’36.6.

.

.

.

For m-altitude of 10,000 feet
.

.
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K = 0.0644x 10-= per foot.

The relations for speed as a function of tim are shown in figure 9 for
level flight. Figure 9 indicates that, by reducing the altitude from
25,000 to 10,000 feet, the time required for a given speed reduction is
decreased by 40 percent.

— —

The variation of
a constantmgle dive
cients. A dive angle

hitial altitude,

Estimated average

K= 0.00004% per

ConstantDive Angle ‘

speed with tinw during the first
has been calculated for the same
of @o WaS ass-d.

2’5,000feet

altitude, 20,~ feet’

foot (fig. l(b)]

15 seconds for
assumed coeffi-

II= -g sin 7 = (32.2)(0.866)= 27.9 feetper second squered

m = 780.5 feet Wr second

.

Since J@ is greater than VO, equation (5) is used.

.

T = 7&l.5 tanh [780.5 (o.0000458t + 0.001866)1

Initial altitude, 10,000 fe~t

Average altitude, 5,000 feet

K = 0.0000752pr fOOt

~L/K= 609 feet per secoti

Since ~ is less than To,

v = 609 coth [60g(0.0000T52t +

equation (4) is used.

o .00=87)]
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The relations for speed as a function of time when the airplane is
in a 60° dive are shownin figure 9.

A more accurate solution results from a ste~y-step calculation.
The velocity relations have been calculated by this method for com-
parison with the relations given by the equations. In order for the
results of the steyby+tep calculations to be comparable,to the formu-
las, the assumption is again made that there is no variation in C~.
However, the effect of the variation in density is included, instead of
assuming an average value. The ste~y-tep calculat-ionefor an initial
altitude of 25,000 feet ere presented in table II and the results of tk
calculations are shown in figure 9.

Calculations were made also to.indicate the effect of a lag in the
time for the drag due to the air brakes to reach its full value. It
was assumed that the increase in drag caused by extending the brakes
takes place during the interval between 1 and 2 seconds after the brake
actuation is started. The amount by which the curve is displaced’
(fig. 9) indicates the gain in braking effect that can be realized by
designing the brakes for minimum delay in opening.

It is seen from the slopes ofithe velocity curves in figure 9 that
a change in flight-path angle from level flight to a dive of 60° results
in a change from an initial deceleration of 18 feet per second squared
to an initial acceleration of 6.8 feet per second squared for the
assumed airplane with aerodynamic brakes at an altitude ,of25,000 feet.

.

.

.

Entry Into a Dive

An example in which the flight-path angle is variable is provided
in the calculations of the speed during a dive entry. The same inttial
speed, altitudes, and coefficients as in the preceding exsmple are used.

It is assumed that the airplane is flown so that from level flight
the indicated nomml acceleration factor decreases to –1.5 within the
firstrsecond and is then held constant-until the airplane is ina @o
dive. The detailed calculations are presented in table 111 for an
initial altitude of 25,000 feet. The results, plotted in figure 10,
show the variation of lo.pgitudinalacceleration, dive eagle, and speed
with time for initial altitudes of ~,000 and 10,000 feet.

CONCLUDING IU?J4ARKS .

Aerodynamic brakes afford a means of avoiding undesired increases
in speed during the operation of an airplane, make possible rapid
deceleratiomin flight, sud allow a considerable increase in the angle

●

of descent at constant speed. A measure of the utili~of aerodynamic
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brakes is provided by calculations which show how the speed of an
. airplme in a specified maneuver is altered by the eng?lqmmt of the

air brakes.

Equations are presented in this report which permit a rapid cal-
cul.ation of the speed changes with time. Use of the equations results
in close approximt ions to the values obtained by nre accurate
?mthods. The equations are not general, however, and apply only to
several specific problems. The speed during a maneuver can be accurate-
ly calculated as a function of time by a step-bptep procedure. The

-P~ presented ti tms reportsubstantiallyreduce the time required
to tie such balcul.ations.

Ams Aeronautical Iaboratcry, .”
National Advisory Committee for Aeronautics,

Moffett Field, Calif., May 31, 1949.
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TABLE II.- CA1430MFIO19OF
TIME FOR AN AIRHANEI’N

.

. 25,0003mET. wmGmADmG, nmuIimm*uARE FooT

m f
At

I

Te

(sea) (ft/eeo)

Te

ft/eeo;

E

I

AV
(~t/eeC2) (rt/aeo)

t
(aeo)

v
[f t/aeo

a

:f t/eeo2 )

o
1
1
2
2
2
2
4
4

--
m

$;
737
744
746
7%
736

25, cm
2&s$10
23,770
22,530
21,2@
19,*
18,@Q
16,110
13,540

O.llk
.nk
.114
.114
. Iak
.114
.114
. llb
.114

o:;~

.!ZQ

.17

.13

.07

.03
-.04
-. U

8.7
;:

5:5
4.2
2.3
1.0
-1.3
3.5

G
x’
4.9
3.2
L 6

-0.1
-2.4

G
7.0

12.o
9.8
6.4
3.2

-0.4
+3.6

%

R
737
743
746
746
736

-@O. -1240
+2-(O

2%3
-25&l
-2Yp

Ezempl.e OahQ.atlon:

An airolane in a &)” dive at. a emeed of 703 feet per saoofi iMktaneoua~ extends alr bmkae at

@ = 0.014.

, tim to:

Dragootiriolentofairpheuitioutairbrakm,

W inoremantdueb airb?alcea,@ =O.1~.

At t.O

h =~,oooft

a/g=0.27(Seeguide.M~EJfig.1)
.

.

% E (0.27) (32.2)-8.7rt/eec2

t=lsao

Atl= 1aec

Te - ~ +B.i’(1). ~ ~t/eeo

70 = $ (m + m) = vk ft~aao

& - VeAtElnY = (704) (1) (A.~G) = -61O ft

h = 25,0KI -610 . 24,390rt

a/B-0.24(ris.1)

al - (0.24)(32.2)= 7.7ft/aeo2

K =~ (8.7+ 7.7)-8.2~t/@eo2

lw =EAt=8.2ft/Oeo

P ‘WQ~8=P8rt/ew

—

t=2eeo

Ab = 1eec

To .V+A~ a,+%%]
[

.?08+(l)[7.7+Ll#&]
——-

.

.
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TABLE III.- CALCULATION
I!GIGHT+AT!EANGZE FOR

OF VARIATIONS WIT!ETIME OF A13iSPEEDAND
AN AIRPLANX ENTERHW A 60° DIVX. WIIKl
PER SQUARE FOOT. 33UTIKL ALTITUDE,LOADING, m POUNE

25,000 FEET

F, & A
(rt/900) n (6%(M (A ~ (R) rtjd ) (n% ) (J9)(.2) (:)

1

---
-&5 1.5 G
~; $: :;

-d6 -19:9 5:9
4.6 46.3 5.7
-13.0-39.5 5.9
-M.o +1. 3 6.1
4.5 -g.: 6;7
o
0 *:O .

---
-w
-33
-63

-ml
-263

-m

%w90
4s30

0.19 0.015-0.Q9 -2.6
-Y .Ila -.50 46.2
-w .LIB -.M 45,5
-.30 .IIB -.35 -11.3
-31 .U2 & ~;;
-9 .Ut3 -lo
-Y .- Jg

6:!
1.

-.29 .@’
-.* .UE
.M .113 :3 ;:
.@ .Lu .09 .

--- --- E
691
6X$
~

663
67L‘
6!31
&a
‘ill

+2
4..9
43.4

%
-0.6
b.1
6.9
6.6
k.3

3;
-13.b
+.2
-5.1
4.2

8.2

10.3
16.9
32.9

1 1 1 1 1 r ,

=?5=%7 .-@. o+ 5L5 - -z.f.

%rmnl Maehmtlor.I?M* rorn #w w dine,n - Od-63”) .0.5

% . f. At #in(-&”)

Example OLlazlatiom

h bimlam b@m n din f- lsml fll@tnt 7X footw mmtt, rmdiinzm
mintiiniwthlmmmlomtlon Ilntllti Wve U@k im67.

Iraaatd~ aocaltrutica0s -l.% durlm * rilucmm-d, U’a

met&W 000ff1af8de h ~, ~ - o.~3 + O.oa %s + *

Dmg tmrawat AM to mir bm.ksa, ~ - O.lM

t.o

7 -0, Prmndiw m in tha CM* of cumtant 7

t.lmu

r is -timtd, 00MikiW tit ql - 0.o15at
~ . -u ftlnd

~e-W-~(At)-=9ft/H~@t‘la-)
n-4.5

n- a 7 --2.5, for 7. @(f*. 5(m))

!
7~ - 1/2 A7 - l@ (6.5)- 3.2°(flz0.5(o d (t).
ti” a SingliM in am lmtiw.

& - -&p (f3@. 5(.), (b], ad (a))

At
(km II),& - -0.0S,s .4.6 ftka

t.o tiq. o.us. t t.l.o, .

r/10Xl- 6.o(SM zulb liud,for examrh 1, fx. 5(4 d (b>]

M - -W ft (~. 5(0)d (f)Mimu ci@ abmon8-us* ~ Mm W baca WDUlfid]

h - 25,FXQ-S - 2b,9Ptt

qe . 1/2pve*-253 lbftqft

CL-- - -0.33

a/g- 4.X (Wt. 1)

v . iuo -%2 (awl -0.50) (1) .691 ft/mo

‘m Sbm tit tiu 01’izlml Utlrati was dose ●mu@ ta gimt.bm00rrwtV.lmiw, tb M15aktiomham barn vta ill tb tabl* rtu
Ve . @l ftfmc. --63- v - m R..&&
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Figure 2, – The effect of decelerotlon fuctor K upon fh e

varidion of speed with time fo? several initial

speeds. Level flight condition.
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Change in altitude, A h, ft Chonge in 7, A 7, ffeg

Figure 5.– Grophicol solution for chonges of oltltude ond flight- pafh angle.

PA larger copy of Ma figure k exlosed fn ao envelope at the.ecdof M reportJ
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Typic ul Section Plan View
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(u) Split-flap- type uir brakes.

Figure 6, — Aerodynamic broke installations for which drug

characteristics are summarized in Table 1.
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(b) Spoiler- and picket-fence-type air brakes.

Figure 6. — Continued.
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Figure 6.— Conclude 0’.
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●

Upper- and /0 wer-surface split flops at
80-percent chord, broke type A

-——–Upper-surface spoiler at 20-percent
chord, brake type I

——Lower-surface 8poiler at 20-percent

chorale brake fypeI
—–Upper-surface spoiler at 75-percent

chord, broke type d
—--Upper-8utfoce spolter of 63-percent

chordf brake type K
——- Fu8eluge side broke, drake type R

1 1 \ 1/
/

I I //A // t
,
I

1 1 1 I
I

[ I I I I I I I i I

Air-brake deflectionf ipercent

Figure Z— The variation of oir-broke dreg

coefficient with percent of full brake
deflection.
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Mach number, M

Figure 8. — Effect of Moth number on the hcrementol dreg

coefficient due to air brokes.
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Figure 9.— Vorlotlofl of airspeed wlfh time for an

u~rplane wlfh a6?rodynam~c btuke8. Whg Ioodhg,
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806
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Initial altitude, ft
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Time, t, sec

Figure /(2 - Vt?riofion with time of longitudinal

acceleration, fllght-poth ungle, and ffi~peed

of on airplane entering o 600 dive. Wing

100ding, 50 lb /sq ft.
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Figure 5.– Grophicoi solution for chunges of ah’itffo’e und flight-path angle.
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